ATC 0402 WL SERIES WIRE WOUND CHIP INDUCTORS

Inductor Selection Guide
SRF RDC 1D 900 MHz 1.7 GHz
Inductance Tolerance Q (MHz) (Ohms) (mA) L [#] L 4]
(nH] Code i, min. TN, max. typ. typ. typ. typ.
1.0 & 250 (MHz) K, 16 =000 0045 1360 1.02 LI 1.02 Ga
208 250 (MHz) K. 16 =000 0u070 1040 1.93 a4 1.03 75
2.2 & 250 (MHz) K, 14 =000 0u070 QG0 214 a8 2.23 100
3.3 & 250 (MHz) K, ] 14 G000 0066 240 310 G5 312 a7
3.6 & 250 (MHz) Kl 14 GO0 0066 240 .56 45 A.62 i
3.9 & 250 (MHz) Kl 14 5800 0066 240 3.80 a0 4.00 75
5.1 & 250 (MHz) Kl 20 5800 0033 a0o 315 ab 5.25 a2
5.6 @ 250 (MHz) Kl 20 5800 0083 TG0 316 a4 5.28 a1
6.2 & 250 (MHz) K. ) 20 5800 0083 TEO 616 a2 6.37 76
7.5 & 250 (MHz) K. ) 22 5800 0104 G20 7.91 Gl a.22 aa
8.2 & 250 (MHz) K. ) 22 44050 0104 G20 2.50 a7 2.85 a4
9.0 & 250 (MHz) K. ) 22 4160 0104 G20 9.07 G2 9.53 T8
10 & 250 (MHz) K. 21 2600 0,195 430 9.8 a0 101 &7
11 & 250 (MHz) K. 24 A680 0120 G40 10.7 a2 11.2 T8
12 @ 250 (MHz) K. 24 2600 0120 G40 11.8 a3 127 71
15 & 250 (MHz) K. ) 24 2280 0172 S60 14.6 ah 135 7
19 & 250 (MHz) K. 24 2040 0,202 430 141 al 211 &7
23 @ 250 (MHzZ) K. 24 2720 0.214 400 238 44 26.9 G4
27 @ 250 (MHz) K. 24 2480 (.28 400 28.7 44 335 G
26 @ 250 (MHZ) K. 24 2320 0,403 320 Ja5 44 43.4 53
40 & 250 (MHz) K. 24 2240 0438 J20 240 44 47.4 33
47 & 250 (MHz) K. ) 20 2100 0.830 1450 0.0 g - -
56 & 250 (MHz) K. ) 25 2000 1117 200 - -
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The shoes part mumber refers ta an ATC D402 WL wire weand chip induriog Inches i)
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Marking Code
0402- No mak due to ske 1008 and 1206 Sarles - Thesa pars are markad with three color dots.
0603 and 0805 Serles - Becausa of thelr small slze, these parts are The table below shows the significance of aach color
marked with 3 singlke dot. The Induckance value representad by the dot & Cicks 1 and 2 Indicate the induckance In nanoHerres
shown on Ine data sheat for each sarkes. Dot 3 15 @ multipliar showing the number of added Zeres
0 = Black 5 = Grean |k s
1=Brown 6 =RBlue .
.. = . Mukiph
2 = Red 7 = Viokt q* =
F=0Omange B=0Gray  nd=@—
4 =Yellow 9 ="Wnite
Terminations Examples:
Gray Red Black = EB2nH
Terminations for &l WL Saries Induckor Casa Sizes e Lead-Free, RoHS Brown Rod Brown = 120nH
Cormpliant, Tin Plated aver Mickal Earrier, Vollow Wiokt Bad = 4700 rH
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